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Philips Ledinaire Panel G5 RC065B

Benefits

• An aesthetic and energy-saving replacement for classic 
raster fixtures

• Up to 4 100 lm

• Reliable operation, economical housing from the Philips 
brand

• Good quality and high effectiveness

• Quick and easy assembly

Characteristics

• Luminous flux: 3 400 lm, 3 600 lm, 4 100 lm

• Luminous efficiency: 120 lm/W

• Color temperature: 3 000 K, 3 500 K, 4 000 K, 6 500 K

• CRI 80 with SDCM <5

• Lifetime: 75 000h for L70 & 50 000h for L80

• 5-year warranty

• IP20/IP40

• Flywire connector available – for quick and easy connection

• Dimensions: 60 x 60 cm / 30 x 120 cm / 60 x 120 cm

• Power supplies: PSU and PSD

• NOC and OC versions

Panel Ledinaire | RC065B | Philips lighting

Reliable and energy-efficient - the latest 5th generation of Ledinaire Gen5 RC065B LED panels are designed for excellent 
lighting in a wide range of applications.

https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/LP_CF_RC065B_EU/family


Drivers
On/Off (PSU)
Dali (PSD)

Color
White RAL 9003

Color temperature
All-in: 3000 K / 3500 K / 4000 K
4000 K
6500 K

Lumen package
All-in: 3400 lm - 3000 K / 
3600 lm - 4000 K
4100 lm

Connector

White connector 
On/Off

White connector 
DALI

Flywire (CFW) 
On/Off

Safety
Codes with Safety 
Cabel (SC) available

Sizes

300 x 1200 mm

600 x 600 mm 

CRI80

600 x 1200 mm

Easy maintenance
DC Plug

Packaging
All-in: 4 in 1 packaging with brown outer box and colored 
inner box

4 in 1 packaging with brown outer box and brown inner box

6 in 1 packaging with brown outer box and no inner box (6PK)

Ingress protection
IP20 – backside
IP40 – frontside

Mechanical impact 
protection
IK02

All-in version
3 colors: 3000 K / 3500 K / 4000 K

2 lumen packages:
3400lm – 3000 K / 3600 lm – 4000 K

Efficacy
120 lm/WUnited Glare Rating

UGR <19 (OC)
UGR <23 (NOC)

Recessed – visible profile 
ceilings

Plaster ceiling versions Suspended versionSurface mounted version 911401875485 RC065B G5 34S/840 PSU W60L60 NOC CFW
911401875185 RC065B G5 34S/840 PSU W60L60 OC CFW 

Panel Ledinaire | RC065B | Philips lighting

https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/LP_CF_RC065B_EU/family
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12NC Accessory name Link to the product page

911401892680 RC065Z SC RC065Z SC | 911401892680 | Philips lighting

911401862782 RC065Z SMB W60L60 G2 RC065Z SMB W60L60 G2 | 911401862782 | Philips lighting

911401805681 RC065Z SME-3 WH RC065Z SME-3 WH | 911401805681 | Philips lighting

911401824180 RC007Z SMB-PLC RC007Z SMB-PLC - Ledinaire Panel | (signify.com)

All accessory codes will remain the same as the previous generation

Accessories for Philips Ledinaire G5 panels

2.

Panel Ledinaire | RC065B | Philips lighting

https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401892680_EU/product
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401862782_EU/product
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401805681_EU/product
https://www.assets.signify.com/is/content/PhilipsLighting/fp911401824180-pss-en_gb
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401892680_EU/product
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401892480_EU/product
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401805681_EU/product
https://www.assets.signify.com/is/content/PhilipsLighting/fp911401824180-pss-en_gb
https://www.assets.signify.com/is/content/PhilipsLighting/fp911401824180-pss-en_gb
https://www.assets.signify.com/is/content/PhilipsLighting/fp911401824180-pss-en_gb
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/LP_CF_RC065B_EU/family




Install the fixtures as normal. Install sensors in selected 
locations.

Configure the system using 
the remote control by 
connecting fixtures, sensors 
and, optionally, a wall switch.

1 2 3

Quick 
connector

Philips Ledinaire EcoSet – the new office lighting system

The Philips Ledinaire EcoSet RC075 panel is a unique plug-and-play wireless solution. It offers the possibility of greater 
energy savings and enables simple automated lighting in offices or schools. Our latest innovation enables LED lighting panels 
to work with an external wired PIR sensor (motion and daylight detection). The light sensor function enables automatic 
dimming of the luminaire. Setup is simple thanks to the remote control, so the lights are ready to go in the blink of an eye.
A wireless wall switch is also available.

EcoSet - Ledinaire Ecoset - Philips LED Luminaires | Philips lighting

https://www.lighting.philips.com/products/highlighted-products/ledinaire/ecoset


Ledinaire panel
EcoSet

(OC version)

Ledinaire office 
sensor EcoSet

Ledinaire remote
EcoSet

Optional: Ledinaire wall 
switch EcoSet

Here’s how it works

Ledinaire EcoSet luminaire
with integrated wireless controls

External motion and 
daylight detection sensor

Automatic dimming
and switching

Philips Ledinaire EcoSet – the new office lighting system

EcoSet - Ledinaire Ecoset - Philips LED Luminaires | Philips lighting

https://www.lighting.philips.com/products/highlighted-products/ledinaire/ecoset


Ledinaire panel EcoSet Ledinaire office sensor 
EcoSet

Ledinaire wall switch 
EcoSet

Ledinaire remote 
controller EcoSet

Philips Ledinaire EcoSet – codes

EcoSet - Ledinaire Ecoset - Philips LED Luminaires | Philips lighting

https://www.lighting.philips.com/products/highlighted-products/ledinaire/ecoset
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https://baltics.partnerportal.pro/articles/why-choose-leds-with-a-high-power-factor/
https://baltics.partnerportal.pro/articles/why-choose-leds-with-a-high-power-factor/




•

•

•

•

•

•

•

•

•

•

•

•

•

•



Low product height 43 mm

External driver box with 
dip CCT switch 

Easy connector with 
through wiring 2.5mm

In-between connector 
for quick installation

Philips new optics technology with Fresnel lens to enable 
40’ color mixing at low product height

Wider trim 15.2mm to hide ceiling imperfections 



Ø 
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Philips Coreline Fastset
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Philips UniFlood M G2
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https://www.lighting.philips.com/prof/outdoor-luminaires/architectural-floodlighting/floodlighting/uniflood-m-g2/911401745433_EU/product
https://www.lighting.philips.com/prof/outdoor-luminaires/architectural-floodlighting/floodlighting/uniflood-m-g2/911401745443_EU/product
https://www.lighting.philips.com/prof/outdoor-luminaires/architectural-floodlighting/floodlighting/uniflood-m-g2/911401745503_EU/product
https://www.lighting.philips.com/prof/outdoor-luminaires/architectural-floodlighting/floodlighting/uniflood-m-g2/911401746513_EU/product
https://www.lighting.philips.com/prof/outdoor-luminaires/architectural-floodlighting/floodlighting/uniflood-m-g2/911401746523_EU/product
https://www.lighting.philips.com/api/assets/v1/file/Signify/content/fp911401746583-pss-global/911401746583_EU.en_AA.PROF.FP.pdf
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https://baltics.partnerportal.pro/materials/
https://baltics.partnerportal.pro/materials/
https://baltics.partnerportal.pro/materials/
https://baltics.partnerportal.pro/materials/
https://baltics.partnerportal.pro/materials/
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Replaced Wattage 
(W)
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12NC Product name Cap
Wattage 

(W)

Replaced
Wattage

(W)
CCT (K)

Lifetime 
(hours)

Dimmable
Beam 

angle (°)
Luminous
flux (lm)

CRI
Switch 
Cycle 

(times)

Starting 
time

EEI label

929003648102 CorePro LEDtube UN 1200mm UO 15.5W830 T8 G13 15.5 36 3 000 50 000 No 240 2 200 80 50 000 <0.5 D

929003648202 CorePro LEDtube UN 1200mm UO 15.5W840 T8 G13 15.5 36 4 000 50 000 No 240 2 400 80 50 000 <0.5 D

929003648302 CorePro LEDtube UN 1200mm UO 15.5W865 T8 G13 15.5 36 6 500 50 000 No 240 2 400 80 50 000 <0.5 D

929003648402 CorePro LEDtube UN 1500mm UO 23W830 T8 G13 23 58 3 000 50 000 No 240 3 200 80 50 000 <0.5 D

929003648502 CorePro LEDtube UN 1500mm UO 23W840 T8 G13 23 58 4 000 50 000 No 240 3 500 80 50 000 <0.5 D

929003648602 CorePro LEDtube UN 1500mm UO 23W865 T8 G13 23 58 6 500 50 000 No 240 3 500 80 50 000 <0.5 D
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12NC Product name
Voltage 

(Vac)
Wattage 

(W)

Replaced
Wattage

(W)
CCT (K)

Lifetime 
(hours)

Dimmable
Beam 

angle (°)
Luminous 
flux (lm)

CRI
Switch 
Cycle 

(times)

Starting 
time

EEI label

929003734302 MAS LEDtube 600mm HO 10.5W 830 T5 220-240 10.5 24 3 000 50 000 No 200 1500 80 200 000 <0.5 D

929003734402 MAS LEDtube 600mm HO 10.5W 840 T5 220-240 10.5 24 4 000 50 000 No 200 1600 80 200 000 <0.5 D

929003734502 MAS LEDtube 600mm HO 10.5W 865 T5 220-240 10.5 24 6 500 50 000 No 200 1600 80 200 000 <0.5 D

929003734602 MAS LEDtube 900mm HO 18.5W 830 T5 220-240 18.5 39 3 000 50 000 No 200 2600 80 200 000 <0.5 D

929003734702 MAS LEDtube 900mm HO 18.5W 840 T5 220-240 18.5 39 4 000 50 000 No 200 2800 80 200 000 <0.5 D

929003734802 MAS LEDtube 900mm HO 18.5W 865 T5 220-240 18.5 39 6 500 50 000 No 200 2800 80 200 000 <0.5 D

929003734002 MAS LEDtube 900mm HE 11.5W 830 T5 EU 220-240 11.5 21 3 000 50 000 No 200 1600 80 200 000 <0.5 D

929003734102 MAS LEDtube 900mm HE 11.5W 840 T5 EU 220-240 11.5 21 4 000 50 000 No 200 1700 80 200 000 <0.5 D

929003734202 MAS LEDtube 900mm HE 11.5W 865 T5 EU 220-240 11.5 21 6 500 50 000 No 200 1700 80 200 000 <0.5 D



50,000 hours non-dimmable40002700 

*
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12NC Product name
Lamp 
Type

Cap Material
Voltage 

(Vac)
Wattage 

(W)
Replaced 

Wattage (W)
CCT (K)

Lifetime 
(Hours)

Dimmable
Beam 
angle 

(°)

Luminous 
flux (lm)

CRI
Switch 
Cycle 

(times)

Starting 
time

EEL label

929003677102 MAS LED SON-T UE M 3.6Klm 19W 727 E27 T46 E27 Clear Glass 220-240 19 50(SON T 50W) 2 700 50 000 No 300 3 600 70 50 000 <0.5 B

929003677202 MAS LED SON-T UE M 4Klm 19W 740 E27 T46 E27 Clear Glass 220-240 19 50(SON T 50W) 4 000 50 000 No 300 4 000 70 50 000 <0.5 A

929003677302 MAS LED SON-T UE M 5.4Klm 28.5W 727 E27 T46 E27 Clear Glass 220-240 28.5 70(SON T 70W) 2 700 50 000 No 300 5 400 70 50 000 <0.5 B

929003677402 MAS LED SON-T UE M 6Klm 28.5W 740 E27 T46 E27 Clear Glass 220-240 28.5 70(SON T 70W) 4 000 50 000 No 300 6 000 70 50 000 <0.5 A

929003677502 MAS LED SON-T UE M 8Klm 40W 727 E40 T52 E40 Clear Glass 220-240 42.8 100(SON T 100W) 2 700 50 000 No 300 8 000 70 50 000 <0.5 B

929003677602 MAS LED SON-T UE M 9Klm 42.8W 740 E40 T52 E40 Clear Glass 220-240 42.8 100(SON T 100W) 4 000 50 000 No 300 9 000 70 50 000 <0.5 A
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2700 non-dimmable

12NC EAN Product name Cap
Bulb 

shape
Energy 

Consumption
CCT (K)

Beam 
angle (°)

Luminous 
flux (lm)

Lifetime 
(Hours)

EEL class CRI
Switch 
Cycle 

(times)

Voltage 
(V)

Power 
Factor

Material
Efficacy 
(lm/w)

929003731102 8720169267770 TForce Core LED HPL 13W E27 827 FR E27 ED75 13 2 700 330 1 800 25 000 D 80 50 000 220-240 0.5 Frosted Glass 138

929003731202 8720169267794 TForce Core LED HPL 18W E27 827 FR E27 ED75 18 2 700 330 2 600 25 000 D 80 50 000 220-240 0.5 Frosted Glass 144

929003731302 8720169267817 TForce Core LED HPL 26W E27 827 FR E27 ED90 26 2 700 330 3 600 25 000 D 80 50 000 220-240 0.9 Frosted Glass 138

929003731402 8720169267831 TForce Core LED HPL 36W E27 827 FR E27 ED90 36 2 700 330 5 300 25 000 D 80 50 000 220-240 0.9 Frosted Glass 147

929003731502 8720169267855 TForce Core LED HPL 36W E40 827 FR E40 ED90 36 2 700 330 5 300 25 000 D 80 50 000 220-240 0.9 Frosted Glass 147
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2700 
non-dimmable

12NC EAN Product name Cap
Energy 

Consumpti
on

CCT (K)
Beam 

angle (°)
Luminous 
flux (lm)

Lifetime 
(Hours)

EEL class CRI
Switch Cycle 

(times)
Voltage 

(V)
Power 
Factor

Material
Efficacy 
(lm/w)

929003730802 8720169267718 TForce Core LED road 17W 727 E27 MV E27 17 2 700 330 2 700 25 000 D 70 50 000 220-240 0.9 Clear Glass 158

929003730902 8720169267732 TForce Core LED road 26W 727 E27 MV E27 26 2 700 330 4 000 25 000 D 70 50 000 220-240 0.9 Clear Glass 153

929003731002 8720169267756 TForce Core LED road 40W 727 E40 MV E40 40 2 700 330 6 500 25 000 C 70 50 000 220-240 0.9 Clear Glass 162
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CRI

Class Lm/W

A 210

B 185

C 160

D 135

E 110

F 85

G 0

New Label

12NC Predecessor Product name

929003634602 MAS LEDspot UE 2.1-50W GU10 ND 827 EELA

929003610002 929003163102 MAS LEDspot UE 2.1-50W GU10 ND 830 EELA

929003610102 929003163202 MAS LEDspot UE 2.1-50W GU10 ND 840 EELA
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50,000 hours CRInon-dimmable



12NC Predecessor 12NC Product name
Bulb 

shape
Cap

Voltage 
(Vac)

Wattage 
(W)

Replaced Wattage 
(W)

CCT (K)
Lifetime 
(Hours)

Luminous 
flux (lm)

CRI
Switch 
Cycle 

(times)

Starting 
time

EEI label

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000

50.000 50.000
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50,000 hours CRIdimmable

12NC Predecessor 12NC
Product 

name
Bulb 

shape
Cap

Voltage 
(Vac)

Wattage 
(W)

Replaced 
Wattage (W)

CCT (K)
Lifetime 
(Hours)

Luminous 
flux (lm)

CRI
Switch 
Cycle 

(times)

Starting 
time

929003691502 MAS LEDBulb D 4-60W E27 827 A60 CL G UE A60 E27 Clear Glass 220-240 4 60 2 700 50 000 Dim 840 80 50 000 <0.5 A

929003691602 MAS LEDBulb D 4-60W E27 827 A60 FR G UE A60 E27 Frosted Glass 220-240 4 60 2 700 50 000 Dim 840 80 50 000 <0.5 A

929003691702 MAS LEDBulb D 4-60W E27 830 A60 CL G UE A60 E27 Clear Glass 220-240 4 60 3 000 50 000 Dim 840 80 50 000 <0.5 A

929003691802 MAS LEDBulb D 4-60W E27 830 A60 FR G UE A60 E27 Frosted Glass 220-240 4 60 3 000 50 000 Dim 840 80 50 000 <0.5 A
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12NC Material description
Bulb 

shape
Cap Material

Voltage 
(Vac)

Wattage 
(W)

Replaced 
Wattage 

(W)
CCT (K)

Lifetime 
(hours)

Dimmable
Luminous 
flux (lm)

CRI
Switch 
Cycle 

(times)

Starting 
time

EEI label

929002371502 CorePro LEDBulbND 120W E27 A67 827 CL G A67 E27 Clear Glass 220-240 13 120 2 700 15 000 No 2000 80 20 000 <0.5 D

929002371602 CorePro LEDBulbND 120W E27 A67 840 CL G A67 E27 Clear Glass 220-240 13 120 4 000 15 000 No 2000 80 20 000 <0.5 D

929002372402 CorePro LEDBulbND 150W E27 A67 840 CL G A67 E27 Clear Glass 220-240 17 150 4 000 15 000 No 2452 80 20 000 <0.5 D

Class Lm/W

A 210

B 185

C 160

D 135

E 110

F 85

G 0

New Label

15,000 hours
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