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Philips Ledinaire  Panel G5 RC065B

Benefits

ÅAn aesthetic and energy -saving replacement for classic 
raster fixtures

ÅUp to 4 100 lm

ÅReliable operation, economical housing from the Philips 
brand

ÅGood quality and high effectiveness

ÅQuick and easy assembly

Characteristics

ÅLuminous flux: 3  400 lm, 3 600 lm, 4 100 lm

ÅLuminous efficiency: 120 lm/W

ÅColor temperature: 3  000 K, 3 500 K, 4 000 K, 6 500 K

ÅCRI 80 with SDCM <5

ÅLifetime : 75 000h for L70 & 50  000h for L80

Å5-year warranty

ÅIP20/IP40

ÅFlywire connector available fɟor quick and easy connection

ÅDimensions : 60 x 60 cm / 30 x 120 cm / 60 x 120 cm

ÅPower supplies: PSU and PSD

ÅNOC and OC versions

Panel Ledinaire | RC065B | Philips lighting

Reliable and energy -efficient - the latest 5th generation of Ledinaire Gen5 RC065B LED panels are designed for excellent 
lighting in a wide range of applications.

https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/LP_CF_RC065B_EU/family


Drivers
On/Off (PSU)
Dali (PSD)

Color
White RAL 9003

Color temperature
All-in: 3000 K / 3500 K / 4000 K
4000 K
6500 K

Lumen package
All-in: 3400 lm - 3000 K / 
3600 lm - 4000 K
4100 lm

Connector

White connector 
On/Off

White connector 
DALI

Flywire (CFW) 
On/Off

Safety
Codes with Safety 
Cabel (SC) available

Sizes

300 x 1200 mm

600 x 600 mm 

CRI80

600 x 1200 mm

Easy maintenance
DC Plug

Packaging
All-in: 4 in 1 packaging with brown outer box and colored 
inner box

4 in 1 packaging with brown outer box and brown inner box

6 in 1 packaging with brown outer box and no inner box (6PK)

Ingress protection
IP20 ςbackside
IP40 ςfrontside

Mechanical impact 
protection
IK02

All-in version
3 colors: 3000 K / 3500 K / 4000 K

2 lumen packages:
3400lm ς3000 K / 3600 lm ς4000 K

Efficacy
120 lm/WUnited Glare Rating

UGR <19 (OC)
UGR <23 (NOC)

Recessed ς visible profile 
ceilings

Plaster ceiling versions Suspended versionSurface mounted version 911401875485 RC065B G5 34S/840 PSU W60L60 NOC CFW
911401875185 RC065B G5 34S/840 PSU W60L60 OC CFW 

Panel Ledinaire | RC065B | Philips lighting

https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/LP_CF_RC065B_EU/family


© Koninklijke Philips N.V.

12NC Accessory name Link to the product page

911401892680 RC065Z SC RC065Z SC | 911401892680 | Philips lighting

911401862782 RC065Z SMB W60L60 G2 RC065Z SMB W60L60 G2 | 911401862782 | Philips lighting

911401805681 RC065Z SME-3 WH RC065Z SME-3 WH | 911401805681 | Philips lighting

911401824180 RC007Z SMB-PLC RC007Z SMB-PLC - Ledinaire Panel | (signify.com)

All accessory codes will remain the same as the previous generation

Accessories for Philips Ledinaire G5 panels

2.
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https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401892680_EU/product
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401862782_EU/product
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401805681_EU/product
https://www.assets.signify.com/is/content/PhilipsLighting/fp911401824180-pss-en_gb
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401892680_EU/product
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401892480_EU/product
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/911401805681_EU/product
https://www.assets.signify.com/is/content/PhilipsLighting/fp911401824180-pss-en_gb
https://www.assets.signify.com/is/content/PhilipsLighting/fp911401824180-pss-en_gb
https://www.assets.signify.com/is/content/PhilipsLighting/fp911401824180-pss-en_gb
https://www.lighting.philips.com/prof/indoor-luminaires/recessed/ledinaire-panel/LP_CF_RC065B_EU/family




Install the fixtures as normal. Install sensors in selected 
locations.

Configure the system using 
the remote control by 
connecting fixtures, sensors 
and, optionally, a wall switch.

1 2 3

Quick 
connector

Philips Ledinaire EcoSet ςthe new office lighting system

The Philips  Ledinaire  EcoSet RC075 panel  is a unique  plug -and-play wireless solution . It  offers  the  possibility  of  greater  
energy  savings and  enables simple  automated  lighting  in  offices  or  schools. Our  latest  innovation  enables LED lighting  panels 
to  work  with  an external  wired  PIR sensor (motion  and  daylight  detection) . The light  sensor function  enables automatic  
dimming  of  the  luminaire . Setup is simple  thanks  to  the  remote  control,  so the  lights  are ready to  go  in  the  blink  of  an eye.
A wireless wall  switch  is also available .

EcoSet - Ledinaire Ecoset - Philips LED Luminaires | Philips lighting

https://www.lighting.philips.com/products/highlighted-products/ledinaire/ecoset


Ledinaire panel
EcoSet

(OC version)

Ledinaire office 
sensorEcoSet

Ledinaire remote
EcoSet

Optional: Ledinaire wall 
switchEcoSet

IŜǊŜΩǎ Ƙƻǿ ƛǘ ǿƻǊƪǎ

Ledinaire EcoSet luminaire
with integrated wireless controls

External motion and 
daylight detection sensor

Automatic dimming
and switching

Philips Ledinaire EcoSet ςthe new office lighting system

EcoSet - Ledinaire Ecoset - Philips LED Luminaires | Philips lighting

https://www.lighting.philips.com/products/highlighted-products/ledinaire/ecoset


Ledinaire panel EcoSet Ledinaire office sensor 
EcoSet

Ledinaire wall switch 
EcoSet

Ledinaire remote 
controller EcoSet

Philips Ledinaire EcoSet ςcodes

EcoSet - Ledinaire Ecoset - Philips LED Luminaires | Philips lighting

https://www.lighting.philips.com/products/highlighted-products/ledinaire/ecoset
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https://baltics.partnerportal.pro/articles/why-choose-leds-with-a-high-power-factor/
https://baltics.partnerportal.pro/articles/why-choose-leds-with-a-high-power-factor/
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Low product height 43 mm

External driver box with 
dip CCT switch 

Easy connector with 
through wiring 2.5mm

In-between connector 
for quick installation

Philips new optics technology with Fresnel lens to enable 
ᶭ Ėşőşż ŗĽƫĽŘĴ ûƈ őşƦ ŹżşĜƍĖƈ ĺĠĽĴĺƈת׳

Wider trim 15.2mm  to hide ceiling imperfections 



Ø 
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Philips Coreline Fastset
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Philips UniFlood M G2
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https://www.lighting.philips.com/prof/outdoor-luminaires/architectural-floodlighting/floodlighting/uniflood-m-g2/911401745433_EU/product
https://www.lighting.philips.com/prof/outdoor-luminaires/architectural-floodlighting/floodlighting/uniflood-m-g2/911401745443_EU/product
https://www.lighting.philips.com/prof/outdoor-luminaires/architectural-floodlighting/floodlighting/uniflood-m-g2/911401745503_EU/product
https://www.lighting.philips.com/prof/outdoor-luminaires/architectural-floodlighting/floodlighting/uniflood-m-g2/911401746513_EU/product
https://www.lighting.philips.com/prof/outdoor-luminaires/architectural-floodlighting/floodlighting/uniflood-m-g2/911401746523_EU/product
https://www.lighting.philips.com/api/assets/v1/file/Signify/content/fp911401746583-pss-global/911401746583_EU.en_AA.PROF.FP.pdf
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